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1\ 1 Hh SPl'ni'K’ATION 


Please amend the paragraph spanning lines 1-5 on page 1, as foiJows: 

TITI.E OF THE INVENTION 

TRUNKING SECTIONS AND COUPLiNG TH EREFOR 
CaOSS-RFTEREN 

The present application claims the priority of a United Kingdom patent application filed 
September 6, 2002 under application number 0220672.0, which is incorporated by 
reference. 

STATEMENT REGARDING FEDERALLY SPONSORED RESEARCH OR 

development 

Not Applicable 

i:he names of the parties to a join t research agreemeni: 

Not Applicable 

INCORPORATION-BY-REFERENCE OF MATERIAL SUBMITTED ON A 


Not Applicable 


BACKGROUND OF LHE INVENTION 


I'he present invention relates to tmnking and particulariy, but not exclusively, to 
waterproof tmnking used for carrying electrical cables. 
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Please amend the paragraph spanning lines 18-22 on page 2, as follows. 

Preferred embodiments of the present invention seek to overcome the above described 

disadvantages of the prior ait. 

BRIEF SUMMARY OF THE INVENTION 


According to an aspect of the present invention tliere is provided a trunking section 
comprising: 


Please amend the paragraph spanning lines 21-26 on page 5, as follows; 

In a further preferred embodiment said coating is applied by a dipping process. 

BRIiEF DE.SCR1PTION OF THE SFA'nRAI. VIF.VVS OF THE DRAWINGS 

Preferred embodiments of the present invention will now be described, by way of 
example only, and not in any limitative sense, with reference to the accompanying 
drawings, in which:- 


Pfease amend the paragraph spanning lines 26-28 on page 6, as follows. 
Figure 9 is a perspective view of a coupling of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 


Referring to Figures 4 and 5, a section of tamking 20 has sides 22 which define a first 
channel 24 into which cables (not shovsm) are laid. Trunking 20 is adapted to have lid 26 
located thereon. Lid 26 has surface 28 and edge portions 30 extending therefrom. Edge 
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portions 32 of sides 22 are shaped so as to form channels 34. Retaining means in the 
form oi'hoies and screws are used to ilx: the lid 26 to tRinking section 20. Speciilcally 
sc.rews 36 are inserted through holes 38 in Hd 26 and extend through seals 40 through a 
further hole (not shown) in end portion 32 and into channel 34. 



